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Linked Operations D-24 Tapered Fittings

®

B
07

13
3B

D-24 Hose System with 90.500 (Y-500)

M12x1.5

90.508.843 (D-843) 
Compact Hose Adapter

17 
.67

34 
1.34

36 
1.42

13 
.51

54 
2.13

90.508.854 (D-854) 
45° Hose Adapter

28 
1.10

25 
.98

46 
1.81

90.508.858 (D-858) 
90° Hose Adapter

Fittings

D-24 Hose System with 90.700 or 90.705 (Y-700 or Y-705)

G 1/8 
BSPP

90.508.115
(D-115) 

 Straight Port 
Adapter

90.508.401
(D-401) 

Tee

90.508.501
(D-501) 
Cross

38 
1.50

19 
.75

90.508.112
(D-112) 

Tube End Cap

14 
.55

19 
.75

19 
.75

19 
.75

38 
1.50

90.508.303
(D-303) 
Union

24 
.94

90.508.221
(D-221) 

90° Elbow

19 
.75 19 

.75
TYP

90.508.201
(D-201) 
Elbow

38 
1.50

90.508.432
(D-432) 

Run Tee

90.508.433
(D-433) 

Branch Tee

19 
.75

90.508.321
(D-321) 

45° Elbow

11 
.43

30 
1.18

19 
.75

38 
1.50

19 
.75

21 
.83

M12x1.5

90.508.607
(D-607) 

Reducing Union

M8x17/16-20  
SAE-4  
O-Ring

90.508.120
(D-120) 

Straight Port 
Adapter

ADD TO  
HOSE

ADD TO  
HOSE

H

Minimum recommended hose 
length (H) = 80 (3.15)

90.508.943 (D-943) 
Compact Hose Adapter

14 Hex 27 
1.06

17.5 
.69

ADD TO  
HOSE

H

Minimum recommended hose 
length (H) = 75 (2.95)

ADD TO  
HOSE

22 
.87

21 
.81

14 Hex 5/8 Hex

90.508. 439 
(D-439) 

Branch Tee

38
1.5

19
.75

A

14 Hex

DIN EN ISO 8434 
24° Taper + O-Ring

DADCO’s D-24 Fittings have a  
24° taper and o-ring.

90.508.116
(D-116) 

Straight Port 
Adapter

90.508. 539 
(D-539) 

Cross Tee

90.508. 438 
(D-438) 

Run Tee

A

A + 21
A + 21

A

21 
.83 21 

.83

19 
.75

19 
.75

19 
.75

14 Hex

M6

22 
.87

M12x1.5 M12x1.5 M12x1.5

Part 
No.

A

439 22 
.87

449 36 
1.42

459 43 
1.69

Part 
No.

A

539 22 
.87

549 36 
1.42

559 43 
1.69

Part 
No.

A

438 22 
.87

448 36 
1.42

458 43 
1.69

19 
.75

A

90.508. 230 
(D-230) 

90° Branch Tee

Part 
No.

A

230 22 
.87

240 36 
1.42

250 43 
1.69

M12x1.5

19 
.75

M12x1.5

19 
.75

Tighten to 3 N·m


