
SL2.090 Side Mount

Ordering Example:
   SL2.090.  080.  B7.  M.  150

Rail Plate:  M, E, U, M1, E1 or U1  
U and U1 are unfinished rail plates for  
customization.  When not specified, default is M. 

Part Number:
Includes Series and Model.

Charging Pressure of Micro Gas Spring: 
Specify Pressure:  500 – 2560 psi, 34 – 177 bar.  
When not specified, default is 150 bar.

Stroke Length:  
038, 050, 063, 080, 100, 125, 150, 175 and 200.
Other stroke lengths are available,  
contact DADCO for more information.

Mount Option:
B5 =  Vertical, B7 = Side.  When not  
specified, default is B5. 
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Nitrogen Gas Spring 
Two Post Lifter

Install the SL2.090 lifter with a B7 mount using two M10 
SHCS, shown in Figure 2A.  Figure 2B depicts a SL2.090 
lifter installed in an application.  
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Refer to Bulletin #B05138A for all other dimensions.

Use the specifications in Figure 3A when machining 
the surface for installation of a SL2.090 lifter with a  
B7 mount. 
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SL2.090 Compact Rail Plate

Imperial (E1)

Rail Plate           A                   øB     

8 mm

5/16˝

Metric (M1) M10x1.5

3/8˝-16 UNC
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Nitrogen Gas Spring 
Two Post Lifter
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Ordering Example:
   SL2.090.  080.  B5.  M1.  150

Rail Plate:  M, E, U, M1, E1 or U1  
U and U1 are unfinished rail plates for  
customization.  When not specified, default is M. 

Part Number:
Includes Series and Model.

Charging Pressure of Micro Gas Spring: 
Specify Pressure:  500 – 2560 psi, 34 – 177 bar.  
When not specified, default is 150 bar.

Stroke Length:  
038, 050, 063, 080, 100, 125, 150, 175 and 200.
Other stroke lengths are available,  
contact DADCO for more information.

Mount Option:
B5 =  Vertical, B7 = Side.  When not specified, 
default is B5. 

The compact rail plate allows for easy access to mounting 
screws.  Figure 1A depicts a rail plate with a guide rail 
attached.  A wrench is used to loosen the two mounting 
screws, where access is constrained.
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Refer to Bulletin #B05138A for all other dimensions.

Fig. 1A

SL2.090.050.B5.M1.150


